


 $12M LTCAP - Brooktrails Second Access Project

 $12M LTCAP - Redemeyer Road Extension Project

 $913k CRRSAA/STIP - North State Street Bridge Replacement over Ackerman 
Creek

 $16.2M STIP - North State Street Intersection and Interchange Improvements

 $2M STIP - supplement to RMRA Corrective Maintenance project on Mountain 
View Road.
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Local Transportation Climate Adaptation Program (LTCAP)
State Transportation Improvement Program (STIP)
Coronavirus Response and Relief Supplemental Appropriations Act of 2021 (CRRSAA)
Road Maintenance and Rehabilitation Account (RMRA) – SB1 funds
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Rendering of bridge over UppCreek



Rendering of one proposed alternate 



Pinoleville Pomo 
Nation Ackerman 
Creek Restoration 

Project
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 1,018 maintained miles

 2016 Statewide Needs Assessment listed 
Mendocino County as having $602 million in 
pavement needs

 RMRA will provide ~$5.5M/yr for 20 years

 Mendocino County’s long-range guidance plan lists 
357 miles for Corrective Preventative 
Maintenance

Resurfacing, Restoration, and Rehabilitation (RRR)
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 Preventative Maintenance work can be done 
sooner with more funding.

 More Corrective Maintenance on 
main roads could be done.

 Transportation needs in order of 
importance:
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▪ Traffic Safety
▪ System Maintenance and Preservation RMRA - Road Maintenance and Rehabilitation Account
▪ System Completion (providing improvements on major roadways)
▪ Congestion Relief
▪ System Expansion
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AC overlay very costly @ roughly $0.5 million per mile

Asphalt Concrete (AC)

• Improved rideability

• 20+ year life

• Can double life with periodic 
pavement preservation 
treatments
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Spread some cement out to grind into old 
road surface & Aggregate Base Rock (AB)

Grind down 4 to 6 inches

Add H2O or 
emulsion

Add H2O or 
emulsion 
and/or liquid 
cement mix

Chip Seal 
emulsion

Chip Seal 
chips

Compacted 
recycled AB 
w/ emulsion 
cement mix



Micro Seal ‐Cape Seal
• A single to multi‐layer application(s) 

of emulsion mixed with aggregate
• First layer ‐ a slurry seal of emulsion 

and sand to fill large cracks
• Middle layer(s) ‐ rubberized chip 

(crushed rock coated in oil and melted 
rubber) or “seal layer” (wearing 
surface)

• Last layer ‐ fog seal of thick black 
emulsion  

• This treatment is hoped to last 
approximately 15 years

• Slower to dry (break)… one lane 
closed

• $100k per mile depending on number 
of layers

Aggerate
hopper

Emulsion 
tank



Chip Seal has been the standard on Mendocino County surfaced roads, 90% through 
history – before 1990s MCDoT averaged 100 miles per year – today, Chip Seal: $50k/mile 

Emulsion (cold) dries slower Compact pneumatic roller
New wearing surface – ride 
is the same



Caltrans Climate Adaptation Planning Grant 
(Requested)

Awaiting Award Announcement – Summer 2024
($400,000 total, including match) 

Anticipated start date – November 2025
Anticipated completion – June 2026 

Point Cabrillo Road



PROJECT DESCRIPTION/GOALS:

• Develop a feasibility study to identify, analyze, and propose modifications to 
at‐risk Mendocino County coastal roads vulnerable due to impacts of Sea‐
Level Rise & climate change

• Study will include in‐depth data collection, mapping, & analysis

• Final report of at‐risk roads, existing conditions, prioritization, and feasible 
alternatives for modifications



 Save California Streets ‐www.savecaliforniastreets.org

15


